Intense blue and green photoluminescence emissions at room temperature in barium zirconate powders by Cavalcante, L. S. et al.
  Universidade de São Paulo
 
2009-03
 
Intense blue and green photoluminescence
emissions at room temperature in barium
zirconate powders
 
 
Journal of Alloys and Compounds,Lausanne,v. 471, n. 1/2, p. 253-258, Mar. 2009
http://www.producao.usp.br/handle/BDPI/49334
 
Downloaded from: Biblioteca Digital da Produção Intelectual - BDPI, Universidade de São Paulo
Biblioteca Digital da Produção Intelectual - BDPI
Departamento de Física e Ciências Materiais - IFSC/FCM Artigos e Materiais de Revistas Científicas - IFSC/FCM
Journal of Alloys and Compounds 471 (2009) 253–258
Contents lists available at ScienceDirect
Journal of Alloys and Compounds
journa l homepage: www.e lsev ier .com/ locate / ja l l com
Intense blue and green photoluminescence emissions at room temperature
in barium zirconate powders
L.S. Cavalcantea,b,∗, J.C. Sczancoskib, J.W.M. Espinosaa,b, V.R. Mastelaroc, A. Michalowiczd,
P.S. Pizanib, F.S. De Vicentec, M.S. Li c, J.A. Varelaa, E. Longoa
a Instituto de Qu´ımica, UNESP, P.O. Box 355, 14801-907, SP, Araraquara, SP, Brazil
b Departamento de Qu´ımica e F´ısica, UFSCar, P.O. Box676, 13565-905, Sa˜o Carlos, SP, Brazil
c Instituto de F´ısica de Sa˜o Carlos, USP, P.O. Box 369, 13560-970, Sa˜o Carlos, SP, Brazil
d Universite´ Paris XII, Faculte´ des Sciences et Technologie Baˆtiment Marie Curie (P2)-345b, 94010, France
a r t i c l e i n f o
Article history:
Received 16 February 2008
Accepted 14 March 2008
Available online 5 May 2008
Keywords:
Disordered systems
Clusters
Chemical synthesis
Order–disorder effects
EXAFS
a b s t r a c t
Intense blue and green photoluminescence (PL) emissions were observed at room temperature in barium
zirconate (BaZrO3) powders prepared by chemical method. The powders were analyzed by X-ray diffrac-
tion (XRD), X-ray absorption near edge spectroscopy (XANES), extended X-ray absorption spectroscopy
(EXAFS) and ultraviolet–visible (UV–vis) absorption spectroscopy. The XRD patterns indicated the pres-
ence of a secondary phase of BaCO3 in BaZrO3 powders heat treated at 773K. K-edge XANES data revealed
that Zr atoms presents in at least two Zr environments. EXAFS investigations showed strong bond length
dispersion in the ﬁrst coordination shell around Zr atoms. EXAFS analysis indicated that Zr atoms are
coordinated by 6 oxygen in BaZrO3 powders heat treated at 973K. UV–vis measurements suggested the
presence of intermediary energy levels into the band gap of BaZrO3 powders heat treated at 773K. The
intensePLemission inBaZrO3 powders canbeattributed to the twoZrenvironmentsorZrO5–ZrO6 clusters.
© 2008 Elsevier B.V. All rights reserved.
1. Introduction
Recently, several studies have been dedicated to the photolu-
minescence phenomenon, especially in BaTiO3 perovskite, mainly
due to their excellent optical properties [1–3]. In particular, the
literature reports several theories on the wide band visible emis-
sion observed in crystalline titanates, which belongs to a universal
“green-luminescence”. This characteristic property is practically
observed for all self-activated ABO3 perovskites titanates [4]. The
origin of green luminescence has been explained and discussed
in many papers by different mechanisms, including self-trapped
excitons [5], recombination of electron and hole polarons, charge
transfer vibronic exciton [6], donor–acceptor recombination [7],
transitions in MeO6 complexes [8] and structurally disordered
titanates [9–11]. However, few investigations on this phenomenon
in zirconates have been reported [12–16]. In particular, the liter-
ature reports some works on luminescence of crystalline BaZrO3
doped with europium [17–19]. In general, BaZrO3 presents inter-
esting properties for application in electroceramics and refractories
owing to their thermal resistance and conductivity [20]. This per-
∗ Corresponding author at: Departamento de Quı´mica e Fı´sica, UFSCar, P.O. Box
676, 13565-905, Araraquara e Sa˜o Carlos, SP, Brazil. Tel.: +55 16 3361 5215.
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ovskite can also be used as a protective agent against corrosion
in the growth of superconductors [21,22]. Moreover, the excellent
thermomechanical property [23] of this material is interesting for
aerospace industries and correlated areas. This perovskite when
doped can be used in fuel cells and proton conductors [24]. How-
ever,wehavenotknowledgeabout studies that explain theblueand
green photoluminescence (PL) emissions in BaZrO3 powders with
intermediary structural order and/or structural order–disorder.
Therefore, in this paper we report on the intense blue and
green PL emissions at room temperature in BaZrO3 powders
with structural order–disorder. The structural order–disorder in
BaZrO3 powders was analyzed by X-ray diffraction (XRD), X-ray
absorption near edge spectroscopy (XANES) and extended X-ray
absorption ﬁne structure (EXAFS) spectroscopy techniques and
ultraviolet–visible (UV–vis) absorption spectroscopy.
2. Experimental procedure
2.1. Synthesis of BaZrO3 powders
BaZrO3 powders were synthesized by the polymeric precursor method. Bar-
ium nitrate, Ba(NO3)2 (99.9% Aldrich), zirconium n-propoxide, [Zr(OC3H7)4] (99.9%
Aldrich), ethylene glycol, C2H6O2 (99.5% Synth) and citric acid, C6H8O7 (99.5%
Synth) were used as raw materials. Zirconium citrate was formed by the dissolution
of Zr(OC3H7)4 in a citric acid aqueous solution under constant stirring. The citrate
solutionwas stirred at 358K until to obtain a clear and homogeneous. Ba(NO3)2 was
dissolved and added in a stoichiometric quantity to the Zr citrate solution. Ammo-
0925-8388/$ – see front matter © 2008 Elsevier B.V. All rights reserved.
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nium hydroxide NH4OH (30% NH3 Synth) was added to adjust the pH (≈7–8) and to
avoid the precipitation of barium citrate, which is favored in an acid solution [25].
After homogenization of the solution containing Ba2+cations, C2H6O2was added to
promote a polyesteriﬁcation reaction [26]. The citric acid/ethylene glycol ratio in
mass was ﬁxed at 60/40. The resulting polymeric resin was then placed in a con-
ventional furnace and heated treated at 623K for 4h with a heating rate ﬁxed at
278K/min to promote the pulverization and decomposition of the organic part from
citric acid and ethylene glycol. The obtained precursor powders were annealed at
773 and 973K for 2h in a tube furnacewith oxygen atmosphere, using a heating rate
ﬁxed at 274K/min.
2.2. Characterizations of BaZrO3 powders
The crystalline phasewas analyzed by X-ray diffraction (XRD) patterns recorded
on a (Rigaku-DMax2500PC) with Cu K˛ radiation in the 2 range from 10◦ to 75◦
with 0.02◦/min. PL spectra in the range from 488 to 800nm were taken with a
U1000 Jobin-Yvon double monochromator coupled to a cooled GaAs photomulti-
plier and a conventional photon counting system. The 488.0nm wavelength of an
argon ion laser was used as excitation source, using a maximum output power kept
at 30mW. Cylindrical lens were used to prevent the sample from overheating. The
slit width used was 100m. PL spectra in the range from 380 to 800nm were mea-
sured with a Thermal Jarrel-Ash Monospec 27 monochromator and a Hamamatsu
R446 photomultiplier. The 350.7nm line of a krypton ion laser (Coherent Innova
90K) was used as excitation source, with the lasers nominal output power kept at
200mW.X-ray absorption near-edge structure (XANES) and extendedX-ray absorp-
tion ﬁne structure (EXAFS) spectra of the BaZrO3 powders were collected at the Zr
K-edge using a Si (2 20) monochromator in the D04B-XAFS1 beam line. The pow-
ders were deposited on a polymeric membrane and the incident and transmitted
X-ray beam were detected by ionization chambers ﬁlled with Ar gas. XANES spectra
were measured from 50eV below and 200eV above the edge with energy step of
1.0 eV near the edge region. For comparison, all XANES spectra were background
removed and normalized using as unity the 100eV after the edge. The energy range
of the Zr K-edge EXAFS spectra was 17,900–18,900eV and it was calibrated using
Zr foil. Data were collected at room temperature using energy steps of 2 eV and an
integration time of 3 s. Three EXAFS spectra were collected for each sample and the
average spectrum was used to perform the data analysis. The qualitative analysis of
the EXAFS spectra was carried out by using the program set written by Michalow-
icz [27] according to the recommended procedures described in ref. [28]. Due to
the low signal to noise ratio at high K values, the analysis of the EXAFS spectra
were limited to the maximum value of 12 A˚−1. After atomic absorption removal
and normalization, the k(k) weighted EXAFS signal was Fourier transformed to R
distance space in the 2.7–12.9 A˚−1 range. Each spectrum was Fourier transformed
using a Kaiser apodisation window with  = 2.5. The contribution of ﬁrst coordina-
tion shell around zirconium atoms was extracted by a back Fourier transform in R
distance space and then ﬁtted using theoretical phase and amplitude functions as
obtained from FEFF8.2 code [29]. Ultraviolet–visible (UV–vis) absorption spectra of
optical absorbance on disordered and ordered BaZrO3 powderswere recorded using
a Cary 5G spectrophotometer.
3. Results and discussion
3.1. X-ray diffraction analysis
The XRD patterns of BaZrO3 powders heat treated at 773 and
973K for 2h in oxygen atmosphere are shown in Fig. 1.
The presence of diffraction peaks can be used to evaluate the
structural order at long-range or periodicity of thematerial. BaZrO3
phase was conﬁrmed by comparison between the XRD patterns
with the respective Joint Committee on Powder Diffraction Stan-
dards (JCPDS) card No. 06-0399. All diffraction peaks of BaZrO3
powders heat treated at 973K for 2h were indexed as a cubic
structure (see Fig. 1). However, BaZrO3 powders heat treated at
773K for 2h showed diffraction peaks related to the BaZrO3 cubic
and also of barium carbonate (BaCO3). Before complete structural
organization, BaZrO3 powders passes by an intermediary structural
organization or structural order–disorder.
3.2. X-ray absorption near edge spectroscopy analysis
Fig. 2 shows the Zr K-edge XANES spectra of BaZrO3 powders.
For the K-edge of Zr, the main absorption peak can be assigned
to the 1s to 5p transitions [30]. As can be observed, XANES spec-
tra of BaZrO3 powders heat treated at 773K present a signiﬁcative
Fig. 1. XRD patterns of BaZrO3 powders heat treated at 773 and 973K for 2h in
oxygen atmosphere.
difference in the main absorption edge in relation to the spectra
of the BaZrO3 powders were noted with a double peak (see Fig. 2).
The peak localized between 18,050 and 18,125eV placed at a high
energy in the XANES spectra for the BaZrO3 powder heat treated
at 973K has been attributed to the multiple scattering due to the
strong Zr–Zr and Zr–Ba correlations [31]. In BaZrO3 powders crys-
tallized at 973K, the Zr atoms are ﬁrst coordinated by 6 oxygen
atoms situated at 2.09 A˚. With regard to the main absorption edge
feature of BaZrO3 powders heat treated at 773K, the XANES spectra
are quite similar with those of zirconia silica xerogels [31]. In this
work, the XANES spectra are characteristic of Zr atoms in at least
two Zr environments. We attributed this behavior, based on our
previous XANES results presented in the crystallization process for
titanates: SrTiO3, PbTiO3 and CaTiO3 [32–34], which indicated the
coexistence of two types of environments for the titanium, called of
ﬁve-fold titanium coordination ([TiO5] square-base pyramid) and
six-fold titanium coordination ([TiO6] octahedron). In this paper,
wepresumetheexistenceof [ZrO6]–[ZrO6] clusters in the latticedof
BaZrO3 powdersheat treated at 973K for 2h. In the lattice of BaZrO3
powdersheat treatedat773K for2h,webelieve that thepresenceof
[ZrO6]–[ZrO5] clusters. Where [ZrO5] can be linked to neutral oxy-
gen vacancies (VO
x), singly ionized (VO•) and double ionized (VO••).
For facility the comprehension, we attribute the presence of struc-
Fig. 2. XANES spectra of BaZrO3 powders heat treated at 773 and 973K for 2h in
oxygen atmosphere.
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Fig. 3. (a) k weighted normalized EXAFS spectra of BaZrO3 powders and (b) respec-
tive Fourier transform magnitude of the k3-weighted EXAFS spectra.
tural order-disorder for the BaZrO3 powder heat treated at 773K
for 2h.
In sequence to quantify the structural differences observed on
the XANES spectra, we analyze the EXAFS spectra of BaZrO3 pow-
ders heat treated at 773 and 973K. In this work, the XANES spectra
are characteristic of Zr atoms at least in two Zr environments.
Usually, EXAFS spectra provide information on the coordination
chemistry of the probe atom, including such as average bond
lengths and coordination numbers.
3.3. Extended X-ray absorption spectroscopy analysis
Fig. 3(a) shows the k(k) EXAFS spectra of BaZrO3 powders heat
treatedat773and973 KandFig. 3(b) their respectivek3(k) Fourier
transform magnitude.
EXAFS spectrum of crystalline powders is quite similar to that
reported in the literature [35]. As can be seen in Fig. 3(a), EXAFS
spectrumof BaZrO3 powders heat treated at 773K is highly smooth
at high k values, indicating that the structure is considerably dis-
ordered when compared to that the powders heat treated at 973K.
To obtain quantitative structural information on the Zr–O ﬁrst
coordination shell in both samples, the ﬁrst peak of the Fourier
transform magnitude presented in Fig. 3(b) was selected and
again the Fourier transform was employed to obtain a ﬁltered
EXAFS spectrum related only to the ﬁrst Zr–O coordination shell.
The ﬁltered EXAFS spectrum was then ﬁtted using the theoreti-
cal phase and amplitude functions provided by the FEFF8.2 code
[35].
Fig. 4. Comparison between ﬁltered experimental EXAFS data (solid line) and
reﬁned data (dots) of BaZrO3 powders heat treated at (a) 773K and (b) 973K for
2h in oxygen atmosphere.
Fig. 4(a) and (b) showtheexperimental andbestﬁt of theﬁltered
EXAFS spectra of both samples.
According to the ﬁtting results presented in Table 1, the ﬁrst
coordination shell around Zr atoms in BaZrO3 powders heat treated
at 973 K is composed by 6 oxygen atoms situated at approximately
2.11 A˚ (see Fig. 4(b)).
These results are consistent with the XRD data of crystalline
BaZrO3 powders, NZr–O = 6, R = 2.09 A˚ [35]. On the other hand, in
the case of BaZrO3 powders heat treated at 773 K,whichwere char-
acterized as being structurally ordered–disordered based on XRD
data, the best ﬁtting of theﬁlteredEXAFS spectrawas achievedwith
a structural model composed by 3 shells with a bond length in the
range from2.06 to2.31 A˚ (seeTable1 andFig. 4(a)). This strongbond
length dispersion in the ﬁrst coordination shell around Zr atoms for
the BaZrO3 powders heat treated at 773K explains the signiﬁcant
difference observed in the intensity of the ﬁrst peak of the Fourier
transform localized between 1 and 2 A˚ (see Fig. 3(b)).
Table 1
Structural results obtained from the ﬁtting of BaZrO3 powders by the EXAFS spectra
T (K) N R (A˚) 2 (A˚)2 E (eV) QF
1.8 ± 0.5 2.06 ± 0.0008
773 2.8 ± 0.3 2.18 ± 0.0008 0.000 ± 0.002∗ 2.3 ± 0.8∗ 1.47
1.3 ± 0.3 2.31 ± 0.0008
973 5.8 ± 0.5 2.108 ± 0.0008 0.007 ± 0.002 2.0 ± 0.7 2.54
N is the ﬁrst coordination shell neighbor number,  is the Debye-Waller Factor, R
is the Zr–O mean bond length, E is the threshold energy shift and QF is the quality
factor [28].
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3.4. BaZrO3 structure and models
BaZrO3 powders presented a cubic structure with a space group
Pm3¯m. The experimental lattice parameters values crystalline
BaZrO3 phase were a = b = c = 4.186 A˚. These parameters were
calculated using the least squares reﬁnement of the UNITCELL-
97 program [36]. The representation of an ordered BaZrO3-o
model was built through 1 × 1 × 2 supercell (Fig. 5(a)) [37]. This
ordered model can be designed as [ZrO6]–[ZrO6], since each Zr
atom is surrounded by six O atoms. We assume that before com-
plete crystallization of BaZrO3 powders, i.e., before heat treatment
temperature reach to 973 K, the structure of thismaterialwas com-
posed by a mixture of ZrO6 octahedra surrounded by Ba atoms.
The ordered–disordered BaZrO3-od model was formed by the dis-
placement of one Zr atom in the [001] direction. This displacement
was the simplest way to represent the two environments of Zr to
show the [ZrO5 · VOz] complex clusters, where VOz = VOx, VO• and
VO•• are designed as square-base pyramid, and [ZrO6] designed as
octahedron. Therefore, BaZrO3-od structure can be represented by
[ZrO5 · VOz]–[ZrO6], as shown in Fig. 5(b).
As can be seen in Fig. 5, this simple model suggests a mech-
anism for structural organization of BaZrO3 powders prepared
by the polymeric precursor method. After increase of heat treat-
ment temperature occurs a reduction of oxygen vacancies in the
BaZrO3 lattice. This approach leads to a correlation between exper-
imental data and model proposed. This slight order degree on
structurally disordered materials was expected, since two or more
atoms arranged near to each other on a stable conﬁguration must
necessarily have some order degree because of the existence of a
minimumpotential energy.Our purposewith theBaZrO3-odmodel
is to provide a simple scheme to help in the comprehension of PL
emission mechanisms linked to the structural defects of the elec-
tronic structure without to suppress completely the geometry of
the cell. Using the same distorted model, we have successfully
explained the PL emission of several titanates [38–40] and zir-
conates titanates [41–43]. The model suggests that the increase of
heat treatment temperature reduces the disorder in BaZrO3 lat-
tice, creating electron-captured oxygen vacancies. According to the
equations using the Kro¨ger-Vink notation by means of complex
clusters [44a,b].
[ZrO6]
x + [ZrO5 · VOx] → [ZrO6]′ + [ZrO5 · VO•] (1)
[ZrO6]
x + [ZrO5 · VO•] → [ZrO6]′ + [ZrO5 · VO••] (2)
[ZrO5 · VO••] + 12O2 → [ZrO6] (3)
where [ZrO6]
′ is a donor, [ZrO5 · VO•] is a donor–acceptor, and
[ZrO5 · VO••] is a acceptor.
3.5. Ultraviolet–visible absorption spectroscopy analysis
Fig. 6 shows UV–vis absorption spectra of BaZrO3 powders heat
treated at 773 and 973 K for 2h in oxygen atmosphere.
The exponential optical absorption edge and optical band gap
are controlled by the structural order–disorder degree in the
BaZrO3 lattice. The increase in the band gap can be associated to
the reduction of defects in the lattice, which decrease the interme-
diary energy levels into the band gap region of disordered BaZrO3
powders. The powders heat treated at 773K presented a similar
absorption behavior as in amorphous semiconductors, such as sil-
icon and insulators (see Fig. 6(a)). Therefore, BaZrO3 powders heat
Fig. 5. Supercell representation 1 × 1 × 2 of BaZrO3 cubic structure: (a) ordered BaZrO3-o model and (b) ordered–disordered BaZrO3-od model.
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Fig. 6. UV–vis absorbance spectra of BaZrO3 powders heat treated at (a) 773K and
(b) 973K for 2h in oxygen atmosphere.
treated at 973K showed a typical band in the high energy region
of the absorbance curve for ordered or crystalline materials (see
Fig. 6(b)). In disordered BaZrO3 powders, the absorbance mea-
surements suggest a non-uniform on band gap structure with the
presence of localized states. The optical band gap energy is related
to the absorbance and photon energy, according to Wood and Tauc
[45] as shown in Eq. (4):
h˛ ∝ (h − Eoptg )
2
, (4)
where ˛ is the absorbance, h is the Planck constant,  is the fre-
quency, and Eoptg is the optical band gap.
In this case, optical band gap was determinate extrapolating
the linear portion of the curve or tail. The obtained result for the
BaZrO3 heat treated at 773K for 2h was of 4.82 eV and 4.86 eV for
BaZrO3 crystalline. This observed behavior can be associated with
the energy difference between the valence band and conduction
band for this material.
3.6. Wide band model and photoluminescence analysis
Fig. 7 illustrates the wide band model and PL spectra recorded
at room temperature for the BaZrO3 powders heat treated at 773
and 973 K for 2h using two different excitationwavelengths: 350.7
and 488nm.
Fig. 7(a) shows the lasers employed in the excitation of BaZrO3
powders heat treated annealed at 773 and 973K for 2h. Depend-
ing upon the excitation wavelengths used is possible to promote
electrons from the valence band to conduction band. The optical
band gap for the BaZrO3 powders heat treated at 773K and 973K
were 4.82 eV and 4.86 eV, respectively. In this case, it was not veri-
ﬁed an emission by band–band process, but due to the wide band
process. Our wide band model presented in Fig. 7(b), before the
absorption of h, can occurs by two possible mechanisms: shallow
holes (see Fig. 7(c), above) and deep holes (see Fig. 7(c), below).
These mechanisms are responsible by different light emissions in
disordered BaZrO3 powders. This phenomena was not observed
on structurally ordered powders, possibly due to the simultaneous
Fig. 7. (a) Lasers employed in the excitation process of BaZrO3 powders, (b) wide band model, before excitation, (c) excitation–formation of self-trapped excitons (STEs):
above = shallow holes and below = deep holes, (d) after excitation–recombination of e′ and h• for formation of PL blue and/or green emission and (e) PL spectra of BaZrO3
powders heat treated at 773 and 973K for 2h in oxygen atmosphere.
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presence of [ZrO6]–[ZrO6] in the lattice. This behavior is agreement
with XANES and EXAFS results and with the models described pre-
viously in this manuscript. Fig. 7(d) shows the excitation process
due to the recombination between electrons (e
′
) and holes (h•)
into band gap, which are responsible by the blue and/or green PL
emission at room temperature.
The general aspect of the spectra is a broad band covering a
large part of the visible spectra from 400 to 800nm. A set of emis-
sion bands is distinctly recorded under the two wavelengths, with
the peak position of each band shifts upward when the excita-
tion wavelength increases. These two distinct energies (∼3.54 and
2.54 eV) are able to excite different populations of electrons local-
ized in additional levels in the forbidden band gap of disordered
BaZrO3 powders. ThePLemissionproﬁle is typical of amultiphonon
and multilevel process, i.e., a system in which relaxation occurs
by several paths, involving the participation of numerous states
into the band gap of the material. This behavior is related to the
structural disorder of BaZrO3 and conﬁrms the presence of addi-
tional electronic levels in the forbidden band gap. Therefore, many
of the oxygen vacancies are vacancy complexes on the intermedi-
ate structure. In this cubic structure, [ZrO5 · VxO] complex cluster is a
donor candidate and [ZrO6]
x an acceptor candidate. We speculated
that these oxygen complex vacancies induce new energy levels in
the band gap, which can be attributed to the zirconium–oxygen
complex vacancy centers.
The blue emission can be attributed to shallowholes in the band
gap of materials with a structural order–disorder. The green emis-
sions are linked to deepholes into the bandgap formore disordered
materials. The PL emission can be attributed to the presence of the
structural order-disorder degree in the lattice due to the presence
of [ZrO5 · VO•] and [ZrO5 · VO••] complex clusters deeply inserted
in the band gap. The increase of the structural order leads to a
reduction of complex vacancies and consequently the PL emission
disappear. The intensityofPLemissiondependsmainlyon the inter-
action of these complex clusters and of the excitation wavelength.
Time-resolved spectroscopy is necessary to conﬁrm this statement,
which has already been investigated by several papers [46–49].
4. Conclusions
BaZrO3 powders prepared by a chemical method were charac-
terized by XRD, XANES, EXAFS and UV–vis techniques. XANES and
EXAFS investigations suggested that the defects in the BaZrO3 lat-
tice can be liked to the two environments Zr correlated with the
[ZrO5 · VzO]–[ZrO6] complex clusters, indicating a possible oxygen
deﬁciency in BaZrO3 powders with structural ordered–disordered.
The results also indicated that the structural evolution from
order–disorder to order is due to the increase of heat treatment
temperature, which promote a reduction of local disorder and
favors the increase of band gap. BaZrO3 powders obtained by the
chemical method heat treat at 773K presented an intense PL emis-
sion at room temperature around 541nm when excited by 488nm
wavelengthsandaround445and569nmwhenexcitedby350.7nm
wavelengths. Also it was observed that the use of wavelengths
with energy close to the band gap value of the material are able
to activate some energy levels into the band gap. We attributed
the shallow holes with blue PL emission and the deep holes with a
green PL emission in disordered BaZrO3 powders.
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